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Introduction

Living towards 61 ;-)

Took 248 lessons…

4 visits to Pozań

AntonioStradivari type violin isfinished!…



Main Steps of Violin Making

Make the neck Make the bottom

Add neck

Add soundboard

Assemble
bottom and rib

Make the rib

Make the inside form

Begin make violin

Make the
soundboard

End

Finalize the
Instrument

Varnishing



Varnishing

Safran water coating

Line seed oil coating

Colorless varnishing: 4 layers

Yellow stained varnish: 2 layers

Amber stained varnish: 12 layers

Colorless varnish: 6 layers

Wet sanding with 800, 1200, 2500, 4000, 8000 grid

Polish with polishing medium or add 2 layers of colorless varnish diluted



Finalize the Instrument

Add soundpost

Mount pegs

Put bridge, button, tailpiece and strings

The above is still true! - However you need a little patience, the needed steps
are really numerous!



Steps to Finish the Instrument…

Drill
string hole

Shorten,
sand, polish,
add pegsoap

Fit pegs
definitively

Fit pegs
first step

Let dry pegs

Preshape
pegs

Pegs

Paint side
walls F-

holes with
acrylic paint

Paint inside
pegbox with
acrylic paint

Clean out
lose fibres

inside
pegbox

Cut groove
in glueing

area

Finish
downside
free-end
keyboard

Keyboard

Add 4 layers
of varnish

Let dry
over night

Slightly
oil with

lineseed oil

Stain handle
with alcohol

+ amber

Moisture,
dry, sand
handle

Scrape
handle

with glas

Washout
varnish
u-side
handle

Glue on
keyboard

Clean off
keyboard
support
surface

Split off
keyboard
protection

End

Add graphite
to kerfs

Make string
kerfs in

upper nut

Polish ebony
with lineseed

oil and
pumice

Sand smooth
all ebony

Round off
keyboard

edges

Shape
to finish

upper nut

Begin
finishing

instrument

15

Polish
lower nut

Glue on
lower nut

Clean out
recess

lower nut

Place voice

Cut to length
and fit upper

surface

Measure
length

of voice

Shape lower
surface
of voice

Voice blank

Ream button
hole to
tight fit

Shape button

Button

Mount
finetuners

Mount
tailpiece

string

Tailpiece

Unmount
bridge, file

kerfs deeper

Measure

Place, adjust
position
of bridge

File string
kerfs

Smoothen
top slightly

Cut to
approx.
height

Determine
height of
bridge

Place, adjust
bridge under

strings

Mount g-
and a-string

Divide upper
line, file kerfs

Cut and
scrape feet
of bridge

Bridge

Place
signature

inside
instrument

PLAY

Tune
instrument

Mount d-
and a-string

Mount
bridge,
adjust

position

Give
graphite
into kerfs

File round
gently g-, d-,
a-string kerfs

Shape details
of holes,

spring and
foot height

Sand slightly
convex

horiz., vertic.

Plane to
thickness

Shape the
top edge



The Finished Instrument



Thank You for Your Attention


